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EFFECTS OF SURFACE-CHEMICAL REACTIONS
DURING WET MIILLING OF ALUMINA

by

R. B. Bennett and D. E. Niesz U
BATTELLE

Columbus Laboratories

I. INTRODUCTION

During an investigation to optimize microstructural uniformity of

sintered compacts, it was noted that powders milled in water had reduced

sinterability and contained rather strong aggregates~with high surface areas.

Analysis of powder-characterization data did not adequately predict the

behavior of these ;:owders relative to the unmilled powder or to drv-milled

powder. Furthermore, the mechanism by which the strong aggregates forwed

during milling in water could not be explained. Therefore, an investigation

was conducted to gain a better understanding of these phenomena. The

objectives were

(1) To describe the significant characteristics of t;;e starting

material

(2) To show how the results of dry and wet milling differ

(3) To propose and substantiate a postulated mechanism for the

surface-chemical reaction during milling of alumina in water

The following definitions, similar to those used by Stover( , were

adopted at the outset of this research program. An agglomerate is a
particle composed of smaller particles which are held together by
relatively weak attractive forces. An aggregate is a particle composed
of grains held together by neck areas formed by diffusion.

* References are listed on page 19.
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(4) To apply this information to meaningful characterization of
ceramic powders

(5) To show why reactive alumina powders have poor sinterability
after milling in water.

II. BACKGROUND

The average ultimate particle size of the as-received study powder

is considerably smaller than the median particle size of commercial dry-milled

reactive alumina powders,which are usually reported to be 0.6-0.7 micrometer.

Therefore, normal problems of mill packing during dry ball milling were

intensified during early dry milling trials. Special procedures developed to

(2)circuinvent this problem were reporLed previously by the authors(• The

improvement in particulate condition by dry milling the study powder is

indicated by comparison of Figures 1 and 2. The porous aggregates still present

after 1 hour of milling (Figure 1) were completely broken down after 5 hours of

milling. After 20 hours of dry milling, the chain-like eggregates were reduced

to their ultimate particle condition (about 0.2-0.3 micrometer in size), and

the 100-200 angstrom particles remaining from the porous aggregates appeared

to be rather uniformly dispersed and attached to the surfaces of the coarser

particles.

Considerably different results were obtained by wet milling. Electron

micrographs similar to the one shown in Figure 3 indicated that the powders

resulting from milling in isopropyl alcohol, carbon tetrachloride, or very

dilute acids were composed of dense, strong-looking aggregates. After drying

the alumina-water s.lurries at 200 F for a minimum of 64 hourss the dry cake

was observed to be hard and brittle. Compaction behavior of powders resulting
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from pulverizing the dry cake in a mortar and pestle indicated, semi-

quantitatively, the presence of strong aggregates in the powders.

Compaction behavior was improved by both dry milling and wet milling.

Tap density was increased from 10.7 percent of theoretical co 20-33 percent

of theoretical, and cold-pressed densities of 65-69 percent of theoretical

density (at 160,000 psi) were achieved. The dry-milled powder had sint'-ability

that was equivalent to that of as-received powder. However, the sinterability

of powders milled in dilute acids of various types or in isopropyl alcohol

was relatively poor.

III. DIATERIALS -

The reactive alumina powder studied was ceramic-grade Linde A alumina

(Alumina I). Spectrographic chemical analysis indicated the powder was >99.98

percent aluminum oxide, and that the chief impuritius were SiO2 (0.004 percent)

a,•. Ga2' (0.004 percent). Thermogravimetric analysis indicated that the2 3
powder, which had been stored at constant conditions of 72 F and 45 percent

relative humidity, contained 0.6 percent moisture. X-ray analysis revealed

approximately 10 percent gamma alumina. The lot of powder used had a specific

:1surface area of 14.6 m2/g.

The characteristic aggregate structure of the as-received powder is

illustrated by Figure 4. This electron micrograph shcws that the puwder is

composed of two distinct types of aggregates. At the top, chain-like aggregates

are composed of ultimate pi'-ticles of about 0.2-0.3 micrometer in diar.iter and

are joined at necks of size similar to that of the ultimate particles. These

are thought to be alpha alumina. The other type of aggregate in the as-

"received study po-d•r is composed of much smaller ultimate particles, about
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100-200 angstroms in size, clustered into large porous aggregates as

illustrated in the lc,,•er p.Ltion of Figure 4. The particles in these porous

aggregates are thou,, I to be the gamma alumina which comprises about 10 weight percent

of the study material. The median size of the aggregates in Alumin:a ý has

been iivasured to be 9-29 micrometers by NLSA and Coulter Counter analysis

te,:hniques.

Use of this c Icined but unmilled powder to fabricate alumina bodies

rL .s i,, poor orotessing behavicr and in microstructures which are typically

inh.,-ogeneous, ;cussed previously. Figure 17 shows a typical fracture

surface of a . ;, act fabricated from Alumina I by isostatic pressing and

sintering to 95 percent of theoretical density. The microstructure is

characterized by regions of different densities in which porous pockets of

small graifs are scattered among a relatively dense matrix composed of

considerably larger grains. These porous areas have been traced to the porous

aggregates in the Alumina I powder from which the compact was fabricated.

IV. EXPERTMENTAL PROCEDURES

All milling experiments were performed using a l-lit:-° . gussir ball

mill composed of 99.5 percent altcnina. The mill speed used was 71• rpm, or

60 percent of critical for this size mill. Eight hundred and fourteen grams

of Degussit 99.5 percent alumina milling pieceb (initial diameter = 1/2 inch)

and 25.4 grams of alumina powder charge were used for all experiments.

The principal sampling method used in this study was to draw sampler.

at incremental milling times. Although recognizing that dep]eLion of mill

contents would probably affect milling efficiency, it was anticipated that all

experiments would be affected equivalently , making compariscns valid. The

* kI_~
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wet-milled slurry samples were dried in air at 200 F for a minimum of 64 ho;rs.

The dry cakes were then pulverized by mortar and pestle.

During dry milling, one-quarter weight percen. additions of

napntnenic acid (Eastman Kodak Company) wzre made initially and after 1, 8, and

15 hours to reduce mill packing, as 7epo:-ted previlusly.

W.Bt-milling experiments usually incorporated 26 milliliters of liquid

media. Milling in this amointr 0: water without addition of a dispersing aid

was found to be an impossibility during preliminary studies. Small additions

of acid were used as dispersants, since it has been sho~wn(3) that alumina-

water slurries experience viscosity minima ia the range where pH equals 3-4,

depending on specific gravity. The types of liquid milling vedia st-died are

listed in Table 1.

Special powders for study of the role of milling attrition in

surface-chemical reactions were prepared by 4sing carbon tetrachloride and

isopropyl alcohol (IPA) to wash the naphthenic acid from dry-milled alumina

powders. Although slower, IPA washi.Lg was preferred because, IPA is compatible

with water. Thus, preDaration of additional powders to study the effect of

aging exposures in water and acid milling media was possible without drying

the aliunina as an intermediate step. in these washing experiments, evaporation

was used in preference to decantation to remove the naphthenic acid-isopropyl

alcohol solution in order to preclude the removal of any alumina material.

Three evaporation cycles were s..ed, and the 10-gram alumina samples were

washed with 900 millimeters of liquid during each cycle. Magnetic stirrers

were used to prevent the material from settling prior to the evaporation

portion of the cycles, thus promoting maximum potential for reactioni of

the washing media with the dispersed alumina. Evidence that the washing
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technique was successful in removing naphthenic acid was furnished by the

fact that the washed powder was "wet" during subsequent exposures to water

and dilute acids. Exposures to water and dilute acids were also performed

on an evaporation-cycle basis to insure removal of alcohol while precluding

removal of alumina or potential alumina-water reaction products. The various

washing-exposure combinations studied and the corresponding expcsure times

are listed in Table 2.

A second type of washing experiment was used to study the effect of

hydt.czed alumina mill products on powder character and processing behavior. The

objective of this type of washing was to remove the colloidal and/or hydrated

alumina. Therefore, powders resulting from milling alumina in the presence

of water were washed in acids to try to dissolve any hydrated alumina which

might be present. Approximately 10-gram powder samples were stirred into

J00 millimeters of avids of various strengths for periods of several hours.

Then, the solids were permitted to settle until decantation was possible.

After decantation the wash cycle was repeated for a total of three times.

Then, the washed solids were dried at 200 F as usual. The effectiveness

of this washing treatment is indicated by comparison of Figures 9, 10, and

11. Comparison showed that washing in acid with a pH of I was much more

effective than when a pH of 3 or 5 was utilized. The effectiveness of acidic

washing indicates that hydrated alumina or alumina gels were present in the

milled pewder and that they were dissolved by acidic washing.

The powder-characterization methods used to provide data for comparing

the powders prepared by various experimental procedures were

(1) Examination by transmission electron microscopy of dry particles
on a carbon film supported by a copper grid

(2) Measurement of surface area with a Strohlein areameter
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(3) Analysis of compaction behavior

(4) Analysis of sinterability.

The development of a procedure useful for the detection and deter-

mination of compatative strength of aggregates in powders has been previously

reported.J4  It was shown that the pressure versus density data resulting

from compacting a powder by externally applied pressure resulted in curves

composed of linear segments when percent relative density was plotted as a

function of the logarithm of pressure in the manner shown in Figure 13. Using

the curve for as-received material as an example, the pressure breakpoint

(or intersection point) was shown to be a function of aggregate, or agglomerate,

strength. The absence of a breakpoint was shown to correspond to the absence

of aggregate particles, except in cases where particle-particle binding in

aggregates was equivalent to ultimate particle strength.

Research compacts were fabricated by pressing powders isostatically I
at 25,000-100,000 psi, then sintering in air in an electrically heated tube

furnace with a working chamber of 99.5 percent alumina. Dew point of the air

atmosphere was maintained at less than -30 F. Microstructures were evaluated

by examining fracture surfaces of sintered compacts, using a scanning electron

microscope (SEM). Sample chips were coated with a thin (few X) gold coating

to parmit charge bleed-off during scanning electron microscopy.

V. RESULTS AND DISCUSSION

Surface-Reaction Mechanism

A hypothesis for the surface-chemical reaction of alumina particles

during wet milling in the presence of water is schematically represented in
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Figure 5. The left-hand view depicts a water-solvated alumina particle,

with hydrogen ions preferentially adsorbed on the surface in a double layer

effect. The proposed surface reaction is modeled in the right-hand view,

which depicts a fresh fracture surface exjsed by mill attrition.

Exchange of hydrogen ions for aluminum ions permits the reaction to

penetrate below the outer surface of the particle. The aluminum ions, in

conjunction with hydrcxyl ions in the liquid media, apparently form an

aluminum monohydrate layer on the surface of the particles. The depth of

this reaction is very limited during typical milling times, but attrition

contiauially removes the monohydrate products from the particle surfaces and

continually presents fresh surface so that the extent of reaction during the

milling period is greatly increased. Although the formation of AI(OH)3 is

thermodynamically favored, experimental data indicate that the particular

circumstances of these milling experiments resulted chiefly in formation of

aluminum monohydrate. Another possible reaction would be continual solution

of a hydrated surface layer, followed by precipitation as pH increases during

milling or as concentration is increased during drying. Our data support the

hydroxylation reaction rather than the solution-precipitation reaction.

However, the increase in pH during milling indicates that some solution

apparently takes place. Therefore, some aluminum hydroxide gel (Al(O) 3 "x:H 2 0)

probably forms when the milled powder is dried. This material was not

detected in characterization of the powders.

Characterization of the Milled Powder

Various analytical methods were utilized in an attempt to characterize

the product of the surface-chemical reaction during milling of alumina in water. I
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X-ray analysis, infrared absorption spectroscopy, and differential thermal

analysis were not successful in revealing the presence of suspected aluminum

hydroxide phases. This lack of detection might have been caused by the

presence of an inadequate concentration of the reaction product or by the

effects of extremely small particle size.

Thermogravimetric analysis (TGA) was more revealing than other

analytical techniques. Differential-weight-loss curves are shown in Figure 6

for a typical experimental powder which was milled for 1, 5,and 20 hours in

dilute citric acid, as compared to the powder in the as-received condition.

The curve for the as-received powder exhibits a single peak at about 100 C,

corresponding to the loss of 0.6 percent surface-adsorbed water. The curve

for powder milled 1 hour also shows only one distinct peak at 100 C, but also

signs of emerging peaks, possibly signifying the early formation of reaction

products. After 5 hours and after 20 hours of milling, three distinct peaks

in the thernogra:ms are indicated at about 100, 250, and 450 C. The peak at

100 C is attributed to loss of surface-adsorbed water. The peak at 250 C

reportedly corresponds to conversion of a ,rr:inu= monohydrate to cihi alumina,

and the peak at 450 C corresponds to transformation of chi alumina to delta

alumina.!5,6) The presence of alumina trihydrate should have been indicated

by a peak at 175 C. Since no such peak was indicntoO by the differential-

weight-loss curves, it was concluded that the reaction had not proceeded

sufficiently for formation of a detectable amount of aluminum trihydrate,

or that the corresponding weight loss might have been blended into the peak

attributed to loss of surface-adsorbed water.

The total weight loss by the powder milled for 20 hours was 1.5

percent. The 0.9 percent in excess of the 0.6 percent loss attributed to
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surface-adsorbed water for the as-received powder amounts to 5 percent of

the weight gain corresponding to complete conversion of alumina (102 gram/mole)

to aluminum monohydrate (120 gram/mole). This corresponds qualitatively

with the amount of gamma alumina present in the as-received alumina. This

fact, coupled with higher expected activity because of the much smaller

ultimate particle size of the gamma-alumina phase, leads to the conclusion

that the small,gamma-alumina particles are primarily involved iv the surface-

chemical reaction during milling of alumina in the presence of water.

Milling Observations

The milling relationships plotted in Figures 7 and 8 provided some

of the earliest indications that unexplainable phenomena were occurring during

wet milling in dilute acids. However, they fit well into the proposed reaction

mechanism and correlate with other powder-characterization data. In Figure 7,

pH of the alumina-water slurries is seen to increase with increased milling

time, indicating that the mill contents became progressively more basic as

milling continued. The reason for the indicated differences in rate of increase

in pit value for milling during the various experiments has not been, learned.

The pH values of the alumina-i.ater slurries were initially adjusted to three

in order to maximize particulate dispersion and minimize slurry viscosity,

according to the relationships reported by Hauth( 3 ).

Surface-Area Relationships

In Figure 8, the relationship of surface area to milling time is

shown for some of the experimental powders milled in dilute acids. The

indicated phenomena were observed in all milling experiments where water was



present in the mill. The surface-area values minimized after 5-10 hours

milling, then rose to values as high as 23 m 2/g after 20 hours' milling.

Most experiments were terminated after 20 hours because mill contents often

became too viscous to permit further milling. It is interesting to note that

those slurries which had become more basic after 20 hours of milling,
indicating more extensive reaction in the mill, also exhibited correspondingly

higher surface area for the dried mill products. The increased surface

area is aitributed to formation of an aluminum monohydroxide phase, which

would be expected to have a surface area of 300-400 m /go This condition

is often accompanied by the presence of material resembling the skeletal-

(8)
dried residue of colloidal sal-gel products noticeable during electron-

microscope examination of powders after drying. This material apparently

has a high specific surface and, typically, is observed to have become con-

centrated at particle-particle contacts and aggregate interstices, as shown

in Figures 9 and 13. In an extreme condition, as shown in Figure 9, the

colloidal material has actually been observed to encapsulate the aggregated

2
particles. The surface-area increase of 9 m /g caused by milling in citric A

9
acid may be compared wiLh an increase of about 300 m2/g which would be expected

if complete conversion of alumina to aluminum monohydroxide occurred, to

show that about 3 percent of the milled material was converted to the higher

surface area product. This compares favorably in a qualitative way with

the 5 percent conversion indicated by TGA data, and again suggests that

the small, gamma-alumina particles which represent about 10 percent of the

as-received alumina are principally involved in the indicated reaction with I

water during milling.


